RANGE
POWER WELDERS

ENGINE PROTECTION
| The devices ES or EV ensure the protection of the
- engine in case of low oil pressure or engine high
temperature or low fuel level. The system consists
of an electronic PCB, and of an engine stop device:
Electrostop (ElettroStop) solenoid valve (Electrovalve).

SAFETY LOCK
The recessed control panel is lockable and houses
the sockets and machine.

WIDE ACCESS TO THE ENGINE
Lifting door for easy maintenance (replacing air, oil and fuel
filters).




POWER WELDERS

CS 230 YSX CC/CV TS 300 KSX EL CS 350 KSX CC/CV TS 350 YSX BC

WELDING PROCESSES
o SMAW Shielded Metal Arc welding (STICK]
o Gas Tungsten Arc Welding (TIG)

E * GMAW Gas Metal Arc Welding [MIG]
o FCAW Flux Cored Arc Welding [FLUX CORED)

WELDING PROCESSES
o SMAW Shielded Metal Arc welding [STICK)
o Gas Tungsten Arc Welding (TIG)

WELDING PROCESSES
o SMAW Shielded Metal Arc welding (STICK]
o Gas Tungsten Arc Welding (TIG)

E o GMAW Gas Metal Arc Welding (MIG)
o FCAW Flux Cored Arc Welding (FLUX CORED)

WELDING PROCESSES
o SMAW Shielded Metal Arc welding (STICK)
» Gas Tungsten Arc Welding [TIG with SCRATCH start]

YANMAR L100V
3000 rpm

KOHLER KD 477/2
3000 rpm

YANMAR 3TNV76

3000 rpm 3000 rpm

8 KOHLER KD 477/2

SERIES: ! SERIES: ! SERIES: * SERIES:
o Multi-process arc welder i e Arc welding source in D.C. welding I e Multi-process arc welder o Arc welding source in D.C. welding
 High-frequency digital control of welding current and voltage i & Flectronic regulation of welding current i e High-frequency digital control of welding current and voltage o Flectronic regulation of welding current
o A.C. generator, single-phase and three-phase i e AC. generator, single-phase and three-phase i e AC. generator, single-phase and three-phase  Special BC (Base Current) circuit for vertical-down pipe welding
o Aux power also available while welding i e Aux poweer also available while welding i e Aux power also available while welding  Double welding scale
 Engine protection EV i ® Ground Fault Interrupter i ® Engine protection EP7 o Aux power also available while welding
o Power optimiser (patent pending) i ® Engine protection EV i ® Power optimiser (patent pending) o Ground Fautt Interrupter

i i e Large fuel tank (38 ) e Engine protection EP7

3 i ® Bunded base

' | ® Emergency stop button

CS 230 YSX CC/CV TS 300 KSX EL CS 350 KSX GC/CV TS 350 YSX BC
D.C. WELDING (Costant Current)
Current range, continuous 20 = 210 A (STICK - TIG) 14 V + 44 V (MIG) 20 =300 A 20 = 350 A (STICK-TIG) 14 V + 44V (MIG) 20 + 350 A
Duty cycle 210 A 60% - 180 A 100% 300 A 60% - 250 A 100% 350 A 35% - 300 A 60% - 250 A 100% 350 A 35% - 320 A 60% - 270 A 100%
Open circuit voltage 65V 70V 66V 75V
GENERATION / ALTERNATOR THREE-PHASE ASYNCRONOUS, SELF-EXCITED, SELF- THREE-PHASE ASYNCRONOUS, SELF-EXCITED, SELF- THREE-PHASE ASYNCRONOUS, SELF-EXCITED, SELF- THREE-PHASE ASYNCRONOUS, SELF-EXCITED, SELF-
REGULATED, BRUSHLESS REGULATED, BRUSHLESS REGULATED, BRUSHLESS REGULATED, BRUSHLESS

Three-phase power 6KVA/400V/8.7 A 10kVA/400V/14.4 A 10kVA/400V/14.4 A 12kVA/400V/17.3A
Single-phase power 5KVA/230V/21.7 A 5KVA/230V/21.7 A 5KVA/230V/21.7 A 7TKUA/230V/30.4A
Single-phase power / 5kVA/ 48V /104 A 5KkVA/ 48V /104 A /
Insulation class H H H H
Frequency 50 Hz 50 Hz 50 Hz 50 Hz
ENGINE 4-STROKE,
Model YANMAR L100V KOHLER KD 477/2 KOHLER KD 477/2 YANMAR 3TNV76
Fuel Diesel Diesel Diesel Diesel
Net power 6.3 kW (8.5 HP) 14.9 KW (20.3 HP) 14 kW (19 HP) 16.5 kW (25.4 HP)
Cylinders / Displacement 1/435 cm® 2 /954 cm® 2 /954 cm® 3/1116 cm®
Fuel consumption (welding 60%) 11h 2.5/ 251h 3.41h
GENERAL SPECIFICATIONS
Tank capacity 231 231 381 451
Running time (welding 60%) 23h 9.2h 15.2h 13h
IP protection degree IP 23 P23 P23 P23
Dimensions Lxixh (mm) 1020x645x930 1320x790x750 1230x690x925 1610x720x1110
Dry weight 230 kg 370kg 345 kg 530 kg
Measured acoustic power LwA (pressure LpA) | 91 dB(A) (66 dB(A) @ 7 m) 96 dB(A)(71 dB(A) @ 7m) 94 dB(A) (69 dB(A) @ 7 m) 92 LWA (67 dB(A) @ 7m)
Guaranteed acoustic power LwA (pressure LpA) | 92 dB(A) (67 dB(A) @ 7 m) 97 dB(A)(72 dB(A) @ 7m) 95 dB(A) (70 dBA) @ 7 m) 93 LWA (68 dB(A) @ 7m)







